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Abstract 


A geophysical and geotechnical pre-foundation study on the proposed ICT center of the 
Olusegun Agagu University of Science and Technology (OAUSTECH), Okitipupa, was carried 
out to determine the suitability and competency of the subsurface soil and evaluate its 
engineering implications for infrastructural development. The Dipole-Dipole array, with a 
spacing of 5 meters, was used to investigate the subsurface lithology and its suitability for 
construction application in relation to the depth, thickness, and resistivity of subsurface 
materials. Three (3) traverses, 110 meters each, were employed. Four (4) soil samples randomly 
taken at depths of 0.5 meters were used to carry out geotechnical laboratory tests. The first 
layer resistivity ranges from 153 ohm-m — 1005 ohm-m with maximum thickness of 
approximately 2 meters, the second layers resistivity value ranges between 1162 ohm-m to 
84965 ohm-m with corresponding thickness of 10 meters — 15 meters, and the third layer has 
resistivity values above 221486 ohm-m. Geotechnical analysis carried out on the soil samples 
obtained are Natural Moisture Content (NMC) with values between 14.1% to 14.3%, Grain 
Size Analysis with > 50% finer passing, Atterberg Limit Test with plastic limit ranging from 
19.4% to 19.9%, Consolidation test ranging from 0.0131 — 0.0136m?/yr, Unconfined 
Compression (UC) Test revealing approximately 182.5Kla, Permeability test ranging from 
1.33x10? cm/s tol.85x10-5 cm/s, and Specific Gravity (SG) of 2.648 - 2.654. Three geological 
layers were inferred namely; clayey sand, sandy clay and sand. From the geophysics and 
geotechnical it can be inferred that the study area is competent. But Excavation of soil to a 
depth of about 2 meter at which the soil is adequately competent (consolidated) is 
recommended. 


Keywords: Assessment; Geophysical; Geotechnical; Dipole-dipole; Soil Competence. 
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I. INTRODUCTION 


(1 engineers, and other professionals routinely 
conduct geophysical investigations and subsurface 
assessments for environmental remediation and other aspects 
of site characterization are used in engineering design and 
construction. [1]. In recent years, more structures have failed 
due to inadequate bedrock knowledge, incorrect top soil 
characterization, inability to determine groundwater levels, 
underground voids, and cavities in carbonate rocks, and soil 
strata competence [2]. This understanding will aid in the 
provision of adequate design data information as well as 
determining the likelihood of failure before design, and 
establishing the suitability of the location before building a 
safe, durable, and low-maintenance structure 

All structures on the earth have foundations that are 
supported by rocks. The majority of structural failure issues 
are caused by a faulty foundation and poor-quality building 
materials. However, there is insufficient understanding of the 
physico-mechanical factors that determine the competency of 
soil-supporting engineering structures [3]. 

Geophysical methods are used to determine subsurface 
structures such as cavities, voids, sinkholes, fractures, faults, 
and other hazards in civil engineering structures [4]. 
Engineering geophysics provides detailed information on the 
subsoil's competence in foundation engineering [3]. 

Various methods of geophysical investigations/survey are 
frequently used to visualize the Earth's subsurface in support 
of subsoil investigations. Geophysical methods that are 
commonly used include seismic tomography, electrical 
resistivity, gravity, ground penetrating radar and 
electromagnetic [5], [6]. 

In the present study, geophysical and geotechnical methods 
of the survey were integrated into evaluating the competence 
of the subsoil at the proposed ICT building of the Olusegun 
Agagu University of Science and Technology (OAUTECH, 
formerly OSUSTECH), Okitipupa. The Integration approach 
involves geophysical investigation using the dipole-dipole 
array and geotechnical investigation by collecting soil samples 
to be analysed in a standard geotechnical laboratory. The 
objectives are to determine the geological parameters and 
nature of the lithology of the subsurface, delineate subsurface 
geological features and thus determine competent and 
incompetent layers in the subsurface. 

The research area is on the permanent site of OAUTECH, 
Okitipupa, designated for the construction of the information 
technology (ICT) building with an area approximately 250 m 
x 145 m in size and is located between longitudes 4°3' E and 
6°00' E and latitudes 5°42'N and 8?15' N. Okitipupa is located 
in Ondo State's Southern District, in south-western Nigeria, 
and it’s within the Nigerian sector of the Dahomey basin. The 
basin is a marginal pull-apart basin formed during the early 
Cretaceous separation of the African and South American 
plates, and it is part of a network of West African pre-cratonic 
basins formed during the beginning of rifting [7], [8] and [9]. 
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It stretches from South-eastern Ghana on the west to Benin 
Republic and Togo on the east to the Okitipupa ridge in 
southern Nigeria. The base map and geological map of Ondo 
State showing the study area is depicted in Fig. 1 and 2. 
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Fig. 1 Base Map of the Study Area 
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Fig. 2 Geological Map of Ondo State showing the Study 
Area [10]. 


The study area comprises undulating lowlands which 
characterizes the coastal sedimentary rocks of south-western 
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Nigeria. The drainage pattern observed in the study area is 
dendritic. They are characterized by irregular branching of 
tributary streams in many directions at almost any angle. 


П. MATERIALS AND METHOD 


A reconnaissance survey was carried out in the study area 
to acquire topographic information and the geology of the 
study area which is of an approximated dimension of 250 m x 
145 m. The GPS reading was used to generate the base map of 
the study area. The electrical resistivity method of geophysical 
survey was carried out using the Dipole-Dipole array and three 
traverses were established, with a station interval of 5 meters 
with a Dipole level (п=5). 

Soil samples obtained at four different locations within the 
study area were analyzed using geotechnical analysis in the 
laboratory. 


A. Geophysical Measurements 

The geoelectrical data was collected using a 12-electrode 
system, which allowed for automated measurements of near 
surface apparent resistivity using a dipole-dipole electrode 
array. This technique has a high horizontal resolution but 
suffers from a relatively low signal strength [11]. The dipoles 
were spaced 5m apart. Using the commercial software 
package DiproTM [12], the resistivity data were processed 
and inverted [13]. The RMS errors were quite low due to the 
high quality of the processed data (less than 7 percent). The 
data output is used to make interpretations. 


B. Geotechnical Study survey 


The acquisition of soil samples for the geotechnical study 
involves the excavating of topsoil to a depth of 0.5m and the 
samples were taken randomly at these four positions, after 
which it was kept in a polythene bag to prevent them from 
being exposed to air to prevent it from losing water. The 
samples were later taken to the laboratory for analysis. The 
geotechnical tests conducted includes Natural Moisture 
Content (NMC), Grain size analysis, Atterberg limit tests and, 
Confined and Unconfined test. 

1) Natural Moisture Content (NMC) 

The Natural Moisture Content (NMC) of a soil is the ratio 
of the weight of water in a given sample to that of the dry 
weight of the sample. The soil mass was weighed, and a small 
amount of the soil sample was placed in two different cans. 
Each can was subsequently placed in the oven for 24 hours, 
and the weight was taken again to determine the dry mass of 
the soil sample. The NMC can be calculated as follows: 
Weight of empty can = Wo (g) 

Weight of empty can + wet soil = Wi (g) 
Weight of empty can + dry soil = W» (g) 
Weight of water in the pores of the soil = Wi- W2 (g) 


NMC = “1270 - W2=W0) „ту (1) 
(W1-Wo0) 


2) Grain Size Analysis 
A representative sample of oven-dried un-conglomerated 
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soil weighing 250g was made to pass through a stack of 
meshes arranged according to sizes in descending order. The 
stack was placed in a shaker and the clamps were fixed and 
the time adjusted (10 to 20 minutes). The setup was left to 
shake and the mass of soil retained in each sieve was measured 
and analyzed. 

3) Atterberg Limit Tests 


I) Liquid Limit (LL) 

A small amount of the sifted soil was mixed with distilled 
water, a penetrometer cup was filled with the wet sample, and 
a pallet was used to level the soil in the cup, the cone was later 
released on the soil for about five minutes and the penetration 
reading was taken from the gauge and recorded (in mm), the 
wet sample was taken using pallet knife inside the moisture 
content can, weighed and was placed inside the oven for 24 
hours to know the mass of the dry soil, so that the moisture 
content can be calculated. This method was repeated three 
times. 

The number of penetration was plotted against the 
moisture content and a curve is drawn through the plotted 
points. The curve is called the flow curve, in which the straight 
line is drawn to the moisture content to determine the value of 
the liquid limit for each sample. 

4) Plastic Limit (PL) 

A small quantity of soil was taken and the sample was 
sieved through a 425 sieve. It was thoroughly mixed with 
distilled water and subsequently moulded into a ball. The soil 
was moulded between the palm, finger, and glass plate until 
the soil's heat was sufficient to cause minor cracks then the 
sample was divided into two subsamples was later roll 
between the tip of the finger and with a glass plate into 3mm 
diameter and was weighed immediately before it was placed 
inside the oven for 110?C, It was weighed after dryness. The 
moisture content was then calculated. 

5) Linear Shrinkage (LS) 

The brass mould is rub with grease, after it is filled with 
wet soil and placed inside an oven for 48hours to determine 
the shrinkage which occur to the soil, which will now be 
measured by a meter rule after it dryness. Mathematically 
linear shrinkage is calculated by this expression 
L.S% == x 100 Q) 

6) Compaction Test 

The soil was pulverized and sieved through the 20mm 
sieve and 3kg of the sample was weighed and poured into a 
large tray. The base plate was fixed to the mold, weighed, and 
recorded as Mi, later the extension collar was attached, while 
the mold was rubbed using oil, 8% water of the soil sample 
was mixed with it and was divided into 3 equal parts, then the 
mold was filled with the first part and 25kg hammer was used 
to blow at a count of 25 blows. The hammer was always in 
contact with the soil surface as the blow was distributed over 
the surface, the second and third part was done the same way 
but the third part was compacted very well so that it will not 
extend above the mold, later the extension collar was removed 


ODOP KASU Publishing 


PHYSICSAccess 


Banso etal. 


and straight was used to trim the soil compacted above 6 mm 
until is perfectly leveled with the top of the mold. The weight 
of the mould along with the compacted soil was taken and 
recorded. A portion of the soil that had been compacted and 
extruded from the mould was taken as a sample from both the 
top and the bottom for moisture content determination. To 
raise the water content, 296 of water was added to it. The same 
step was repeated about four times till the weight of the mold 
plus compacted soil dropped. 

7) Consolidation test 

When subjected to different vertical pressures, the 
Consolidation test is used to ascertain the magnitude and rate 
of volume decrease in a laterally confined soil sample. Using 
the measured data, the consolidation curve (pressure-void 
ratio relationship) can be plotted. This data can further be used 
to estimate the compression, recompression index and pre- 
consolidation pressure of the soil. Furthermore, the data can 
be used to calculate the soil's consolidation and secondary 
compression coefficients 
8) Unconfined Compression (UC) Test 

The soil sample was compacted into a mold and later 
extruded. An exact diameter of the soil at the top at three 
locations at an angle of 1200 apart at exact length; was also 
average and recorded as length. The mass of the sample was 
weighed. The sample was positioned and centered on the 
device's bottom plate, the upper plates were adjusted to make 
contact with the sample, and the deformation dial was set to 
zero. The load was applied until the load dial was decreased, 
and the apparatus produced axial strain at a rate between 0.5 - 
2.0 percent per minute. The load and deformation dial 
readings were recorded. The sample was then extracted from 
the compression apparatus, and its moisture content was 
measured. 

9) Specific Gravity (SG) 

In the laboratory, a Pycnometer is utilized to determine the 
specific gravity of a soil sample. The specific gravity of a soil 
is utilized to determine the phase relationship between air, 
water, and solids within a given volume of soil. 

10) Permeability Test 

Permeability test (or hydraulic conductivity) is a test used 
to determine the rate at which water flows through a soil. It is 
a function of grain size, shape and voids. 


III. RESULTS AND DISCUSSION 


A. Geophysical field result 


The Dipole-Dipole data was acquired from resistivity values 
taken in the South — North direction for traverse 1 and traverse 
2. And the third traverse was perpendicular to them at the 
center (East-West direction). The inverted 2D resistivity 
structure sections correlated along with the current density 
sections along the traverses (Fig. 3-5). 


Traverse 1, the 2-D resistivity structure beneath Traverse 
images (Fig. 3) 25m below the surface sequence. The topsoil 
(in blue color) has variable resistivity values of between 245 
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and 448 От. The second layer (in green/yellow color) 
corresponds to the lateritic layer with resistivity values 
ranging from 1162 — 19949 От and a depth of about 4 m. The 
third layer (red /purple color) corresponds to resistivity values 
ranging from 53745 От — 412218 От which is termed to be 
the most competent layer. It should be noted that at 35m to 
50m across the traverse 1 and at a depth of 20- 30 m, a 
conductive body was observed which was noted for further 
investigation. 


Traverse 2 (Fig. 4), the topsoil has a resistivity ranging from 
153 Om — 851 Qm showing that it is a competent bed for 
foundation structure. The second layer (in green/yellow color) 
corresponds to the lateritic layer with resistivity values 
ranging from 5049 От — 76634 От and a depth of about 3m. 


Traverse 3 (Fig. 5), the resistivity values ranging from 405 
Om -1005 Om at the topsoil were interpreted as clayey sand. 
The second layer having resistivity values ranging from 6276 
Om — 82584 Om was interpreted as a competent layer. 


TEST LINE (Field Data Pseudosection) 


33024 32170 34476 41173 31299 21959 21589 13556 33453 22797 


908 7576 14242 20909 27577 |ohmm| 


TEST LINE (Theoretical Data Pseudosection) 


T—T T T ял її їй її E. а. 


10 


5638 6148 7513 6316 235 2 3997 7246 4155 1858 4604 9562 17003 18423 


308 7575 14242 20908 27577 (ohmn] 


TEST LINE (2-0 Resistivity Structure) 


DEPTH (METER) 


326 11002 370445 1247289819961952 {ohm-m) 


Fig. 3 2D Resistivity Section for Traverse 1 along S - N 
Direction 
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TEST LINE (Field Data Pseudosection) 


T T T a ee 
1 2 3 4 в 7 8 93 0 9" 2 з 4 45 6 7 4 9 x 2n 


48830 44805 51832 57569 36125 64929 23866 9610 12345 20150 23710 18408 12: 


83 16789 33496 50202 66908 [ohm«m| 


TEST LINE (Theoretical Data Pseudosection) 


83 16789 33498 50202 68908 [ohm] 


[TEST LINE (2-0 Resistivity Structure) 


DEPTH (METER) 


D 


264 — 8163 252401 780340241255264 ohm] 


Fig. 4 2D Resistivity Section for Traverse2 along S - N 
Direction 


(TEST LINE (Field Data Pseudosection) 


39721 35168 43681 43317 35927 29501 22569 10099 21151 20516 29962 


598 4264 7931 11597 15264 (ohm-m} 


TEST LINE (Theoretical Data Pseudosection) 


3799 7501 15671 9544 9650 5050 6604 3671 


598 4264 7931 11597 15264 (ohm-m) 


TEST LINE (2-D Resistivity Structure) 


DEPTH (METER) 


250 


213 5252 129377 318672478492872 (ohm-m) 


Fig. 5 2D Resistivity Section for Traverse 3 along E- W 
Direction 
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B. Geotechnical result 


A geotechnical analysis was carried out so as to gain insight 
into the types and properties of soil materials present in the 
near-surface of the study area and to compare results obtained 
with the geophysical results. The outcomes ofthe geotechnical 
analysis conducted on the collected soil samples are displayed 
in tables and graphs and used as a basis of interpretation. 


1) Natural Moisture Content (NMC) Results 

The water content of many soils may be a fundamental 
index for establishing the relationship between the properties 
of soils and how they behave. The moisture content of fine- 
grained soil greatly influences its consistency. The natural 
moisture content of the soil sample tested in the study area 
ranges between 14.1% - 14.3% (Table I). The values indicates 
that the NMC of the soils in the area is moderately low. When 
the rainfall is heavy, the soil beneath the study area will not be 
greatly affected. 
2) Consistency Limit Results 

On the four soil samples, the Atterberg limits tests were 
performed to establish and describe their consistency, 
providing useful information about their strength, behavior, 
stability, type, and degree of consolidation [14]. As observed 
from Fig. 6-9, the liquid limit value ranges from 30.2 percent 
to 32.0 percent. The plastic limit ranges from 19.4% - 19.9%. 
The soil samples have low liquid and plastic limits indicating 
their sandy or silt nature (AASHTO classification system, 
1945). The values obtained for the liquid limit and Plastic 
Limit of the collected samples are in the medium range 
(<30%) and indicate low plasticity of the soil samples. It is 
generally believed that soils having high values of liquid and 
plastic limits are not good as construction materials. The 
plastic index of all soil samples in the area ranges from 10.80— 
12.10 which is less than 2096, hence it is suitable for 
engineering construction [15]. The higher the Plasticity Index, 
the lower the competence of the soil for civil engineering 
construction [16]. The linear shrinkage values of the samples 
range from 11.0 — 12.0%. They are therefore good as 
construction materials. 
3) Compaction Test Results 

As observed from Fig. 10-13, the compaction test results 
of the subsoil give the Maximum Dry Density and Optimum 
Moisture Content of the soil samples to range from 1923 
kg/cm? - 1946 kg/cm? and 14.0 % - 14.6 % respectively. The 
moisture-density relationship, ie. the compaction curves, 
indicates the maximum bulk density to which a given force 
can compact the soil and the water content of the soil that is 
optimal for maximum compaction. According to the Unified 
Soil Classification System (USCS) on moisture-density 
relationships, the study area's soil samples fall into sandy clay 
and gravelly clay, which correlates with the Atterberg Limit 
classification and grain size distribution. This demonstrates 
that compaction has a gradual effect on the soil. 
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Fig. 6 Atterberg limit result for sample 1 
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Fig. 7 Atterberg limit result for sample 2 Fig. 9 Atterberg limit result for sample 4 
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Fig. 11 Compaction test for sample 2 
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Fig. 13 Compaction test for sample 4 


4) Grain Size Analysis Results 

The results obtained from the soil samples (Fig. 14-17) 
reveals that the percentage of soil passing for sieves 10, 40, 
and 200 range from 22.4 — 25.796, 20.8 — 22.596, and 51.1 — 
53.394 respectively. It was observed that each soil sample 
exhibited >50% finer passing (sieve 200) and according to the 
USCS (Unified Soil Classification System), these samples are 
classified as clay of high plasticity (CH) and are all considered 
fair engineering material. There is a correlation between these 
results and the resistivity distribution of the topsoil within 
which these samples are taken. This indicates a direct 
relationship between the resistivity of a material and its 
competence to sustain the structural load [15]. 
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CRAIN SIZE ANALYSIS GRAIN SIZE ANAL YSIS 
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Fig. 14 Grain Size Analysis Result for Sample 1 Fig. 16 Grain Size Analysis Result for Sample 3 
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Fig. 15 Grain Size Analysis Result for Sample 2 Fig. 17 Grain Size Analysis Result for Sample 4 
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5) Hydrometer Analysis Result 


Hygrometer analysis is the process by which fine-grained 
soil, silts, and clay, are graded. The buoyoucous Hydrometer 
analysis performed on the samples to assess textural 
classification reveals the samples, as revealed from the results 


in Fig. 18-21, classified as silty sand. 


SampleNo АЗ 


+ Passing пете No. 200 = 


Se эра SS SS алин 
0.062 


1302 00315 
1319 0.0200 2995 


Sample No. ВІ 


*s Pasting sieve No. 200 = 


Cormected тер. Жер эшш о 
сеч dered ow 
gend x) 


0.0083 


1363 | ооо» | 252: | 
| 50042 | 236s | 
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ШЕЕ 
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- - 00 I—s eo 00123 
1900 20.00 00123 
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ЕЕЕ ШЕ nE 
1700 1200 29 00123 


‘+ Passing sieve No. 200 = 


Fig. 20 Hydrometer Analysis Result for Sample 3 
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Fig. 21 Hydrometer Analysis Result for Sample 4 


6) Specific Gravity Result 

From the soil sample obtained (Fig. 22-25), Sample 
number one has a specific gravity of 2.652, sample number 
two has a specific gravity of 6.52, sample number three has a 
specific gravity of 2.654, and sample number four has a 
specific gravity of 2.648. The sample has a specific gravity 
range of 2.648 - 2.654, indicating that it is a silty-sand. 


SPECIFIC GRAVITY, SG TEST 


ү B |] 
емш | a [ 2 |, ) 
[Mass of empty jar + lid M, | 49500 | 49500 | 49500 | 
Mass of jar + lid + oven dry зой, = [ 120 | 5090 | 553.60 | 
Massofsol, — — — — мм) | 520 | 4590 | 58.60 | 
ШЕНИН 70727770 р ү у E 
ERE 775757577 ШЕ ШЕШН ИЕШЕ КЕШЕ 


2652 


Fig. 22 Specific Gravity analysis for sample 1 


SPECIFIC GRAVITY, SG TEST 


CTI жашай: 


Fui pe uiis] 

Mass of soil, (м; -Mj | 5320 | 4590 | 5860 | 
Mass of equivalant Vol. Of water. 
(M,-M,)- (M4, -M,) 1348] 


ge specific gravity 


Fig. 23 Specific Gravity analysis for sample 2 
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SPECIFIC GRAVITY, SG TEST 
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COT a 0 И НИГЕР ЕЕ RUN 
алаа аата M — — [eoe ae тта 
Massofjarid=warrenly, — M, — | ошта | 10114 [101114] 


Mass of soil, (M; -M) 

Mass of equivalant Vol. Of water, 
(,-M)-M,-M) | ||) 

(Specific graviy SG= i O 


Fig. 24 Specific Gravity analysis for sample 3 


SPECIFIC GRAVITY, SG TEST 


Oo —— I э 
Oe en] 


E L 
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o i? | [ | 
Emikgemiso- —— ЕТИ ЕГИ 38i | 
L  ].. lh 1 


Specific gravity, SG = 


Fig. 25 Specific Gravity analysis for sample 4 


7) Permeability Results 


The results obtained from the permeability test, as revealed 
in Fig. 26-29, on the samples show that the permeability rates 
бот 1.33 x 107 


range 


Scm/s to 


1.85 x 107 


indicating a very low rate of water flow through the soil. 


COEFFICIENT OF PERMEABILITY (Falling Head) 


Project Sample Ne- ar 
Sew есето 
Tested ty Date 26/11/2019 
Sample Dimensions: Diam. 10.2 cm Arcai 81.75 em? 
vel. 915.55 cm! 
reL 112 om 
Standppez Burete (дый) Diam: 1.06 em € 0.882 om? 
Tena | Fe em | Anem [ i [© ея? cot] rc | Tutne Aem [ сн 
т o ораз» 3756 | 38 z EJ бо 
т зо so | 1740 ares | 25 z EJ во 
3 3o so | 1756 ares | 25 3 30 во 
> зо бо__[_їтю [arse | 35 > зо во 
average 35—]- 35 
m 0.3257 
XY = Сабат = 
a 2.008-05 - 010000199982 cm/s 
eese 1.668-05 = 00000165722 cs 
Degree of Permeatnlay: Low 


Gow testing for Engineerers by Т. 
walam Lambe, 1951) 


Fig. 26 Permeability test for sample 1 
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COEFFICIENT OF PERMEABILITY (Fallen Head) 
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т зо 1355 37 66 їз 1 80 бо БЕЗ з 
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Fig. 27 Permeability test for sample 2 
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Fig. 28 Permeability test for sample 3 
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Fig. 29 Permeability test for sample 4 


8) Consolidation Results 


The consolidation properties 


determined from the 


consolidation test (Fig. 30-33) show the rate at which the 
volume of the soil decreases laterally over time. The rate of 
consolidation of the soil samples ranges from 0.0131 — 0.0136 
m?/yr indicating that there is a low decrease in volume of the 
soil and showing that it can withstand the load of the structure 


erected on it. 
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Consolidation test data analysis 

Sample code: АЗ 

Tost date: 22112019 
Sample de:cription- 

Taitial sample baight hs = 20cm 
Sample diameter, d, — 50 cm 
Initial sample weight, Wue = 865 a 
Final sample weight W, = 859g 
Final weight of dry sample, Ws 755 & 
Initial dial reading, d, = 0.000 cm 
Final dial reading, de 0.08545 cm 
Initial water content. w, = 14.57% 
Initial dry unit weight, ys, = 19.23 kN/m 
Initial void ratio, o, = 0.459 
Initial degree of sararaticn, S, = 35295. 
Assumed final dogres of saturation, Sp = 100.00% 
Estimated specific gravity. Gs = 2.56 

Final water content, w 13.798. 

Final dry unit weight y, 20.13 kN/m" 
Final void ratio. 9.421 
Liquid imis, LL 3120 
Plastic limit PL = 19.40 
Coefficient of compressibility. a, = 040014 MPa 
Соеёбсіаш of vol. comproniibility, m. = 028150 MPa" 
Preconsolidation prousxze, c, = 0.0400 MPa 
Compression index. Cc = 0.0541 
Swelling index, C, = 0.02362 
Recompression index. С. = 0.032 


0.00800 
0.01220 
0.01780 
0.02400 
0.01780 
001220 
0.00800 


Med Ue M 


303 03792 онн 2.79Е-02 1+0 
402 08436 0.429 2.64002 1400 
321 0 7993 0412 2.31E-02 140 
474 05077 0.419 2.36Е-02 1440 
425 0.8181 0.426 2.42E42 1440 
402 05188 0429 2.49E42 1400 


= 
(MP3') 


1 143225 
2 0.1702 0.44153 
3 0.2544 033437 
4 0.3012 0.20118 
5 0.1575 0.10429 
6 0.2535 0.20173 
1. 222744. 


136E-02 — (mun'imim) 


(m^ enr) 


135E-02 


Fig. 30 Consolidation Test Analysis Result for Sample 1 


Consolidation test dara analysis 


Sample code BI 
Test date 23/11/2019 
5 de:cription- 
Initial sample beight hs = 10cm 
Sample diameter, d = 50 cm 
Initial sample weight. Wwe = 5672 
Final sample weight, W, = 8615 
Final weight of dry sample, W: = 758 Е 
Initial dial reading, d, = 0.000 cm 
Final dixi reading, de= 0.08630 cm 
Initial water content, w, 1437% 
Initial dry umit weight, ya = 19.31 Em 

0.480 
Initial degree of zameraticm, Se = 55.35% 
Assumed final degres of saturation. S, = 100.00% 
Estimated specific gravity, Gs = 136 

13.37% 

20.18 EN/m' 

0414 

3200 

19.90 
Coefficient of comprouibility. a, = 038491 MPa 
Cos£ficiaat of vcl. compressibility. m, = 027215 MPa" 
Preconsolidation prosssze, c, = 0.0400 MPa 
Compression index, Cc = 0.0521 
Swelling index, C, = 0.02251 
Rocompression index, C. = 0.030 


0.00800 
0.01220 
0.01780 
0.02400 
0.01780 
0.01220 
0.00500 


ш. 
es") 


194 140 
390 1400 
5.06 1440 
460 1440 
413 1440 


139607 
0.43028 
032574 
0.19590 
0.10157 
0.19653 
022160 


1.35Е-02 


1.24E-02 


Fig. 31 Consolidation Test Analysis Result for Sample 2 
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Consol data analysis 
23112019 
20cm 
50cm 
5658 
859 g 
Final weight of dry sample, W, = 7558 
Initial dial reading, d, = 0.000 cm 
Final dial reading, dy 0.09253 cm 
Initial water content, w, = 14.57% 
Initial dry unit weight, ya = 19.23 kN/m" 
Initial void ratio, o, = 0494 
Initial degree of saturation. Sie = 54.79% 
Assumed final dogres of saturation, S; = 100.00% 
Estimated specific gravity, Gs = 2.87 
Final water content, w= 13.78% 
Final dry unit weight y4 = 20.17 kNm’ 
Final void ratio. e = 0.422 
Liquid limit, 3150 
Plastic limit, 19.30 
Coefficient of compressibility. a, = 042516 MPa 
Coefficient of vol compressibility, m, = 029901 MPa” 
Proconsclidation prowsure, ¢, = 0.0400 MPa 
Compression index. Cc = 0.0574 
Swelling index. C, = 0.02547 
‘Recompression index, C, = 0.034 


1 

2 0.01220 319 0.2709 0446 2.74E-02 1440 
3 0.01780 424 02224 0430 2.57E-02 1400 
4 0.02400 351 0.7846 041 2.22Е-02 1440 
5 0.01780 499 0.7945 0419 2.28E-02 1+0 
6 0.05 001220 447 05069 0.427 2.35Е-02 1440 
7 0.00800 2.43E42 


m, 
(Мру ') 
149984 
0.46256 
035051 
021105 
0.10936 
021147 
023837 


0.02 


Ow de aa ee] 


Sample Setdement = 


Coefficient of consolidation (C,) = 2.22E-02 to 189E-0) Average= 250Е02 (mun "/mim) 


c. (m enr) 


117E-02 1.1Е-02 


Fig. 32 Consolidation Test Analysis Result for Sample 3 


Consolidation test data analyzi- 
Sample coda: - 
Tost date. 2311/2019 


Sample description: 


Initial sample beight hy = 20 cm 
Sample diameter, d, = 50cm 
Initial sample weight, Wie = 8718 
Final sample weight W, = 865 к 
Final weight of dry sample, W4 = 765 & 
‘Initial dial reading, d, = 0.000 cm 
0.09233 сш 
13.96% 
19.46 kN/m. 
9.476 
Initial degree of saturation. Sie = 4.27% 
Aswumed final degree of saturation, S,— 100.00% 
Estimated specific gravity. Gs = 237 
‘Final water content, w = 13218 
Final dry uait weight, y, = 20.40 kNim’ 
Final void ratio. 0.405 
Liquid Emus LL 3020 
Plastic mit. PL = 19.40 
Cosfficiant of compressibility. a, = 032006 MPs 
Coefficient of vol. compressibility, m, = 0.29901 MPa” 
Preconichidation pressure, с, = 0.0400 MPa 
Compression index. Cc = 0.0567 
Swelling index, C, = 0.02517 
Recompression index, C- = 0.033 
Lead Vertical Dial System. Vertical HiG Void Coefficient of Elapsed 
stress reading deflection wais bers coovobsdetics, ime 
== мы (с=) сә (=m) C. (mòmia) (шш) 
be E3 
1 0.02 0.00800 251 03944 0.439 1.89E-02 140 
2 0.04 0.01220 319 0.8709 0.429 2.74Е-02 1440 
3 0.08. 0.01780 424 08324 0413 2.57Е-02 1400 
4 0.16 0.02400 331 0.7846 0.394 1228-02 1440 
5 0.08. 0.01780 499 0.7945 0.402 2.28E42 1440 
$ 0.04 0.01220 447 0 5069 0.410 2.35Е-02 1440 
1 0.02 0.00800 423 05087 0413 2.43E42 1400 
= 
Px") 
1 0.02 149984 
2 0.04 0.46256 
3 0.08 035051 
4 0.16 21105 
5 0.08 0.10936 
6 0.04 021147 
7 0.02 023837 Ss Settlement = 0.93 mm. 
| Coefficient of consolidation (C,) = 12-02 to 2S9E-02 Average = 150E.02 (mm^ mm) 
с, 117Е-02 to 1522-02 Average= 131E.02 (m enr) 


Fig. 33 Consolidation Test Analysis Result for Sample 4 
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9) Unconfined Compression Test 

UCT is a straightforward laboratory testing method for 
determining the mechanical properties of rocks and fine- 
grained soil such as clay and silt. It measures the undrained 
strength and stress-strain properties of the rock or soil being 
investigated. — Unconfined compressive strength 15 
approximately 182.5Kla. The unconfined compressive 
strength of soil is expressed in terms of consistency. The result 
(Fig. 34-37) shows that the soil is very stiff. 


Uuconf&nmed Compre:2om Тете Curve: 


sasara 


Axia) Stress (KPa) 
8 


Shear Stross (KPa) 


osuyesesesé 


ГР compro e ucemqia (Rai 


Fig. 34 Unconfined Compression Test Result for Sample 1 
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Fig. 35 Unconfined Compression Test Result for Sample 2 
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Fig. 36 Unconfined Compression Test Result for Sample 3 
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Fig. 37 Unconfined Compression Test Result for Sample 4 
The summary of the geotechnical analysis carried out on the 


soil samples obtained from the study area is as displayed in 
Table I. 
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Samples Atterberg Limits (%) NM Permeability Compaction SG — Consolidation Hydrometer Analysis 
C 
OMC (0) my ay 
(бшш) 
Sample T 32 14 15 118 Hl 19x10 146 1923 262 00135 Л — M2 211 Clayey sand 
Sample 2 30 31099 110 1210 102 185х10° 144 1931 269 001% 65 162 183 Clayey sand 
Sample 3 33 17 115 01160 12 13x10? 146 13 264 100131 60  D8 22 Clayey sand 
Sample 4 32. 14 10 1080 13 137х10* 140 146 268 001 67 153 212 Clayey sand 


IV. CONCLUSION 


A geophysical investigation was carried out on the 
proposed ICT center of the Olusegun Agagu University of 
Science and Technology, Okitipupa using the Dipole-Dipole 
array. The geophysical data were processed and interpreted 
qualitatively and quantitatively to image subsurface. Pseudo 
sections were generated as related to the objectives of the 
study. The second layer with resistivity value ranging from 
1162 — 84965 Om was recommended as a competent bed for 
foundation structure. 

The interpretation of the geophysical data and the 
geotechnical analysis from the study area revealed that three 
major layers were delineated which comprise the topsoil 
which is mainly clayey sand, sandy clay, and sand. 

Geotechnical analysis was carried out on the four (4) soil 
samples collected, at a depth of 0.5m. Tests conducted include 
Natural Moisture Content, grain size analysis, the Atterberg 
limit, permeability, compaction tests, specific gravity, and 
Unconfined Compression Test, consolidation, and hydrometer 
analysis. 

Generally, there was no evidence of any major linear 
structures or discontinuities such as faults and shear zones that 
could impact the proposed structure's stability. Similarly, the 
topsoil is free of aggressive soil that can cause corrosion 
failure in the structure's steel reinforcement, consequently the 
subsoil can house metallic pipes. The weathered layer, 
observed at a depth of 20-30 m down the subsurface and hosts 
a conductive body, should be sought for adequate grounding 
operation to protect installed electrical materials in the event 
of lightning or thunderstorms. 

In conclusion the subsurface layer can be considered to be 
fit as foundation material, however its clayey nature should be 
considered in designing the foundation. In a case whereby the 
proposed structure might be a superstructure, it is advisable to 
excavate the topsoil up to a depth of about 2 meters thereby 
placing the foundation on the competent bedrock. 
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